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PRODUCT WEIGHT
CODE (KG)
E1 E2

201 16 16 25
202 18 18 41
203 25 25 72
206 21 20 67

204/A RING 60 | 60 | 50 | 50 | 5 | 30 30 30 65
204 RING 60 60 | 50 | 50 | 5 | 50 32 32 131
232 RING 80 | 60 | 70 | 50 | 5 | 30 19 30 110

205/A RING 70 | 70 | 60 | 60 | 5 | 30 41 30 85
205 RING 70 | 70 | 60 | 60 | 5 | 54 21 32 175
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INSPECTION SHAFT

PRODUCT SPECS

Mass-produced with vibrated concrete with minimum compressive strength class C32/40 (ex Rck 40
N/mm?) composed of: carefully selected quarry aggregates, high-strength cement in CEM II/A-LL 42.5 R
classes compliant UNI EN 197-1, they constitute a "dry" mix with low workability (Slump flow S1/S2). The
reinforcement is made of drawn B450A steel adequately calculated on the basis of normal conditions of use.
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PRODUCT DESCRIPTION PRODUCT SIZE (CM) WEIGHT
CODE (KG)
A B C D S H El E2
INT.
190 DOWNSPOUT 33 33 25 25 4 28 16 16 38
191 INSP. SHAFT 31 31 25 25 3 25 16 16 28
192 INSP. SHAFT 38 38 30 30 4 29 18 18 50
193 INSP. SHAFT 48 48 40 40 4 40 25 25 86
196 INSP. SHAFT 55 55 45 45 (45| 29 21 20 70
194 INSP. SHAFT 60 60 50 50 5 45 32 32 156
195 INSP. SHAFT 70 70 60 60 5 49 41 30 240




