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INSPECTION SHAFT

PRODUCT SPECS

Mass-produced with vibrated concrete with minimum compressive strength class C32/40 (ex Rck 40
N/mm?2) composed of: carefully selected quarry aggregates, high-strength cement in CEM II/A-LL 42.5 R
classes compliant UNI EN 197-1, they constitute a "dry" mix with low workability (Slump flow S1/S2). The
reinforcement is made of drawn B450A steel adequately calculated on the basis of normal conditions of use.
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PRODUCT DESCRIPTION PRODUCT SIZE (CM) WEIGHT
CODE (KG)
A B C D S H El E2
INT.

197/A INSP. SHAFT 96 96 80 80 8 78 63 49 480
197 INSP. SHAFT 120 | 120 | 100 | 100 | 10 | 88 71 59 1090
199 INSP. SHAFT 142 | 142 | 120 | 120 | 11 | 105 77 77 1510
411 INSP. SHAFT 178 | 178 | 150 | 150 | 15 | 60 124 124 2100
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PRODUCT PRODUCT
CODE SIZE (CM)
El E2

231 RING/ADJUNCT /111/ 30 305
207/A RING/ADJUNCT 96 40 60 60 210
207 RING/ADJUNCT 96 85 63 49 460
208 RING/ADJUNCT 120 | 120 | 100 | 100 | 10 | 50 | ///// 69 475
209 RING/ADJUNCT 120 | 120 | 100 | 100 | 10 | 98 71 59 950
210 RING/ADJUNCT 142 | 142 | 120 | 120 | 11 | 50 32 32 700
211 RING/ADJUNCT 142 | 142 | 120 | 120 | 11 | 115 77 77 1350
410 RING/ADJUNCT 178 | 178 | 150 H 150 | 15 | 74 124 124 1480




