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FIRST RAIN TRANK

PRODUCT SPECS

Mass-produced with vibrated concrete having a resistance >= 40 Mpa composed of: carefully
selected quarry aggregates, Portland cement with limestone type Il A-LL 42.5 R UNI EN 197-1, they make up
a "dry" mix with a W/C ratio = 0.40 + 0.50.

The reinforcement is made up of FeB44K electro-welded mesh adequately calculated based on
normal conditions of use. It is used for the collection of water coming from parking lots, etc; where it is
possible to find in the first minutes of rain the presence of oils, fats, and acids which by law cannot be
conveyed to wells or white-water canals.

It is connected, as described in the attached drawing, to the sewer and to the white-water network
or to leaking wells to allow the recovery of the water and the replenishment of the aquifer.

The water begins its separation process in the first tank, where for the first 5 mm it escapes through
a fissure that varies in proportion to the external collection surfaces and is conveyed to the directly
connected sewer system. The remaining rain fills the tank, until it reaches the overflow point and pours into
the adjacent tank to then end up in the leaky well which has the function of replenishing the water at the
groundwater. For correct installation, after having carried out the excavation, a well leveled concrete slab
must be cast, to avoid subsidence due to the weight of the full pit; the various elements will then be laid,
taking care to seal them well together with cement grout.

TECHNICAL DATA

PROD. HEIGHT WEIGHT
DESCRIPTION MEASURES CAPACITY (Mq)
CODE (cm) (Kg)

403 FIRST RAIN @ 125 116 Up to 1200 1250




